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Answers To Common Questions On Performance Testing
Stereo TVs With The ST65 And ST66

This Tech Tip covers the most commonly
asked questions about using the ST65 and
ST66 Stereo TV Analyzers to performance
test stereo TVs. By learning the answers to
these questions, you'll be prepared to
service stereo TVs more efficiently with
your Stereo TV Analyzer.

How Can | Tell If A Stereo TV Is
Working Properly?

To know exactly how well a stereo TV is
working and to be able to tell your

Select Black Raster for least
video noise in the audio for all
performance tests except
Audio Beat Interference test.
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Select either channel 3 or 4 for
performance testing to avoid
local channel interference.
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customer, you'll want to check the receiver
with a series of industry standard tests
designed to test for proper stereo and SAP
performance. These tests are called
performance tests.

When Should | Performance Test
Stereo TVs?

There are four major times when it's
important for you to know whether your
customer’s stereo receiver is operating to
peak performance:
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Select Color Bars for Audio
Beat Interference Test to easily
detect color beats.
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performance testing.

Set RF level control to
‘“NORM’’ for performance

testing.

Fig. 1: These are the controls you use for performance testing stereo TVs.

Select appropriate signal for
desired performance test.

SAP & STEREO

Connect to antenna input for
complete end-to-end stereo

1. On a service call, to prove to yourself
and to your customer whether or not there
is a problem.

2. Before you begin a stereo repair in the
shop, to fully define the problem.

3. After a stereo circuit repair, to be sure of
a complete repair and reduce callbacks.

4. After any non-stereo repair on a stereo
TV, to insure top stereo performance and
customer satisfaction and to generate exira
service profits.

Adjust pilot levels for a quick
check of switching thresholds.
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Select appropriate signal for
desired performance test.

| #122 m

#12.













